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Amendments to the Specification (Abstract): 

Please amend the abstract as follows: 
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■ ATTORNEYS AT l_ A * 


Range gearbox for motor vehicles adapted to be connected to the output side of a basic 
gearbox . Th e range gearbox includ e s and including a planetary gear (7), enclosed in a housing 
(3), with a sun wheel (9) arranged on an input shaft (5) and engaged with planet wheels (10). 
Th e planet wheels are carried by a plan e t wheel carri e r (12) that is connected to an output shaft 
(8) and cngag e abl e with an axially displacoabl e ring g e ar (1 4 ). The ring gear (14) is selectively 
lockable , via a coupling m e ans, in a first coupling position in which the gear (1 4 ) is non - rotatably 
conn e ct e d to the housing in order to establish gearing between the input shaft and the output 
shaft , and in a s e cond coupling position in which the g e ar (1 4 ) is non rotatably connect e d to on e 
of the input shaft and the output shaft in ord e r to e stablish dir e ct driv e th e r e b e tw ee n . Interacting 
tooth faces of the planetary gear (7) are angled in such a manner in relation to the longitudinal 
axis of the input shaft (5) and the output shaft (8) so that an axial force arises on the ring gear 
(14) from gear speed changes during synchronizing, and this force, at least on shifting to the low 
range position, tends to move the ring gear in the same direction as an external shifting force. 
The ring gear (1 4 ) is non rotatably conn e cted to a coupling sl ee ve (18) that is arranged 
concentrically with the output shaft and s e rves as a ring g e ar carri e r. 
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